
C.T.S. - Comminution Technology Systems Srl 
 

Milan - ITALY 
 

Tel. (+39) 02 89.35.60.24  email: infocts@ctsitaly.net  website: www.ctscomminution.com 

 

 

 
 

MILLS FSB 
FOR MEDIUM GRINDING  OF  TENDER AND LESS ABRASIVE MATERIALS, PLASTIC 

AND DRYFIBROSIS PRODUCTS. 

 

Products granulometry: 0-300 micron and 0-800 micron. 

 

Mills FSB are equipped with our Filters “FR” for dedusting powders. 

 

APPLICATION SECTORS 
Building materials  

Ceramic 

Chemistry Mining  

Energy 

Food industry 

Quarry 

  

 

MAIN MATERIALS 
Talc  

Chalk bi-hydrate and hemihydrate 

Calcium carbonate 

Calcium oxide 

Calcium hydrate 

Magnesium carbonate 

Magnesium hydroxide 

Clays 

Bentonite 

Kaolin 

Coal 

Charcoal 

 

 

 

 

 

 

*Indicative data 

 

*MODEL CAPACITY 

kg/h 

POWER 

kW 

10 F 2.000-5.000 15-90 

10 S 4.000-10.000 55-160 

10 W 6.000-15.000 160-250 

15 S 6.000-15.000 110-250 

15 W 9.000-22.000 250-350 

20 W 12.000-30.000 300-500 


